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115Ah[12V] 100 h

Specifications

Voltage

Nominal Capacity
Number of Cells
Internal Resistance
Design Life

Self Discharge

12V

115 Ah @ 100 hour-rate
6

Approx. 5.0 mQ

12 years (floating charge)

Monthly rate < 3% @ 25 °C
Recharge after 6 months
Charge before using

Charging & Discharging

Max. Charging Current
Max. Discharge Current

Float Charging Voltage

Cycle Use Voltage

Reference Capacity

30.0A
1000 A (5 sec)

13.6Vto 13.8V @ 25 °C
Temperature Compensation:
-3mV/°C/Cell

14.6Vto 148V @ 25 °C
Temperature Compensation:
-4mV/°C/Cell

C3 76 Ah
C5 86Ah
C10 95 Ah
C20 100 Ah
C100 115 Ah

Temperature Ranges

Normal Operation 25°C+5°C

Discharging -20°Cto 60 °C
Charging -10°Cto 50 °C
Storage -20°Cto 60 °C

Mechanical Specifications

Measurements (L x W x H) 328 %172 x 222 mm
Weight Approx. 29.0 kg
Terminals F12 (M8)

AB.S. UL94-HB,
UL94-V0 Optional

Case material

222 mm

328 mm 172 mm

Discharge Characteristics Curve

Temperature 25 °C
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Charge Characteristics
Curve For Cycle Use (IU)

Temperature: 25 °C
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Storage Characteristics

Supplementary charge and storage quidelines.
100 -

Supplementary charge required (Carry out
supplementary charge before use if 100%
capacity is required)

80
Supplementary charge required before use.
This supplementary charge will help to
recover the capacity and be should made

60 as early as possible.

10°C

20°C Supplementary charge may often fail to
recover the capacity. The battery should
never be left standig until this state

is reached.
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Relationship of OCV and State of Charge
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Constant Current Discharge Characteristics: A (25 °C)

Constant Power Discharge Characteristics: WPC (25 °C)

Time Time
F.V |10min|15min|30min| 1h | 2h | 3h | 4h | 5h | 8h | 10h | 20h [100h F.V |10min|15min|30min| 1h | 2h | 3h | 4h | 5h | 8h | 10h | 20h [100h
1.60V| 2254 | 173,7 | 100,7 | 593 | 355 | 265 | 20,9 | 17.6 | 12,04 |1020 | 520 | 1,12 1.60V| 4033|3196 | 1925|1167 | 708 | 532 | 42,3 | 358 | 247 | 21,10 | 10,77 | 2,32
1.65V|217,9 | 1685 | 98,6 | 582 | 349 | 26,1 | 20,6 | 174 | 11,90 | 10,09 | 5,15 | 1,11 1.65V| 4002 | 3166 | 1913|1157 | 701 | 52,7 | 41,9 | 355 | 245 | 2093 [ 10,69 | 2,31
1.70V| 208,1 | 161,7 | 958 | 56,7 | 341 | 255 | 203 | 17,1 | 11,72| 996 | 5,09 | 1,10 1.70V | 386,5 | 3064 | 1869 | 113,1| 687 | 51,7 | 41,2 | 350 | 24,2 | 20,66 | 10,57 | 2,28
1.75V| 195,0 | 162,5 | 92,0 | 546 | 330 | 248 | 197 | 167 | 1147 | 977 | 500 | 1,08 1.75V| 368,6 | 2933 | 1814 | 109.6 | 66,8 | 505 | 403 | 343 | 237 | 20,29 | 10,40 | 2,24
1.80V| 177.4 | 1402 | 86,8 | 51,9 | 315 | 238 | 190 | 162 | 11,13 | 950 | 488 | 1,05 1.80V| 341,3 (2733 | 1728 | 1045 | 641 | 486 | 39.0 | 333 | 231 |19.77| 10,16 2,19
1.85V| 1535|1231 | 794 | 47.9 | 293 | 223 | 17.9 | 154 | 10,63 | 9,12 | 470 | 1,01 1.85V| 3005 | 2435 | 159.7 | 97.2 | 600 | 458 | 369 | 31,7 | 221 [1899 | 9.80 | 2,11
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