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AGM Deep Cycle Battery-

13,5 to 13,8 VDC 
(-3 mV/Cell/°C)

14,1 to 14,4 VDC 
(-4 mV/Cell/°C)

14,4 to 15,0 VDC 
(-5 mV/Cell/°C)

25 °C 

-15 °C to 50 °C

-15 °C to 40 °C

-15 °C to 40 °C

Electrical Specifications

Charging (at 25 °C)

Nominal Voltage

Capacity C100

Capacity C20

Capacity C10

Capacity C5

Capacity C3

Internal Resistance

Max. Charge Current

Max. Discharge Current

Short-Circuit Current

Temperature Effect 
on Capacity (10 h)

Number of Cycles

Float Charging 
Voltage

Equalization 
Charging Voltage

Cycle Use 
Voltage

Mechanical Specifications

Temperature Ranges

Certificates

Functions & Features

Dimensions (L×B×H)

Weight

Terminal Type

Case Material

Separator

Electrolyte

Safety Valve

Terminal

Terminal Torque

Operation

Discharging

Charging

Storage

•	 IEC
•	 BS
•	 JIS
•	 Eurobat standard
•	 UL(MH62092)
•	 CE

•	 Leak-proof
•	 Maintenance-free
•	 AGM separator with extremely low resistance
•	 Long service life, low self-discharge

1450 (30 % DoD)
700 (50 % DoD)
400 (80 % DoD)
300 (100 % DoD)

12 V (6 Cells)

150 Ah

130 Ah

120 Ah

105 Ah

95 Ah

Ca. 3,52 mΩ (at 25 °)

36 A

1200 A (5 s)

1990 A

40 °C: 102 %
25 °C: 100 %
0 °C: 85 %
-15 °C: 65 %

406 × 173 × 208/233 mm

33,1 kg

T4

ABS (UL94-HB / UL94-V0)

Fiber Glass

Sulphuric Acid

EPDR

Copper

10 to 12 Nm

DC 150 AGM
  |  12 V  |  150 Ah  |  100  h
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Dimensions

Constant Current (A) and Constant Power (W) Discharge Table (25 °C)

F.V/Zeit 5 min 10 min 15 min 20 min 30 min 1 h 2 h 3 h 5 h 8 h 10 h 20 h

1,85 V/Cell
A 262 206 173 148 114 70.8 42.00 29.00 20.00 13.80 11.85 6.25

W 500 395 333 287 221 138.6 82.80 57.34 39.80 27.67 23.84 12.66

1,80 V/Cell
A 295 223 184 156 120 72.5 43.08 29.95 20.62 13.98 12.00 6.35

W 559 424 351 301 231 141.0 84.35 58.94 40.92 27.90 24.06 12.80

1,75 V/Cell
A 326 239 194 164 125 74.1 44.10 30.85 21.16 14.15 12.14 6.44

W 611 451 367 313 239 142.9 85.82 60.34 41.90 28.10 24.25 12.91

1,70 V/Cell
A 356 254 203 170 129 75.6 45.08 31.70 21.63 14.31 12.27 6.52

W 656 473 380 322 245 144.4 86.92 61.47 42.76 28.29 24.35 13.03

1,67 V/Cell
A 373 263 208 174 131 76.3 45.50 32.09 21.80 14.38 12.31 6.54

W 686 487 385 326 246 145.3 87.40 62.03 43.06 28.34 24.40 13.05

1,60 V/Cell
A 410 282 220 181 135 77.5 46.20 32.50 22.10 14.50 12.38 6.58

W 724 507 398 333 250 146.8 88.66 62.51 43.60 28.50 24.48 13.09

4 ± 1 
mm

18 mm

406 mm

311 mm

173 mm

233 
mm

215 
mm

8 mm

14 mm

16 
mm

M8

DC 150 AGM
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Discharge Characteristic Curve (25 °C) Charge Characteristic (Float Charge)

Cycle Service Life vs. Depth of Discharge Cyclic Charging Characteristic (25 °C)

Temperature vs. Capacity Charging Voltage vs. Temperature

Self Discharge Characteristics Temperature vs. Float Life
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0,25 CA - 2,275V / Cell (25 °C)

Charge Volume (%)

Charge Volume (%)

Charged Voltage 
(constant 2.275 V/cell)

Charged Voltage (constant 2.45 V/cell)

Charging Current

Charging Current

After 50 % discharge

Cycle Use

Float Charging

Charging Voltage
2,25 V/Cell

Charging not necessary, but rec-
ommended before use to reach 
100% nominal capacity.

Charging required. Capacity can be 
fully restored after charging. Three 
recommended options for charging: 
0.25 CA; 2.275 V/cell; 3 days 
0.25 CA; 2.5 V/cell; 20 h 
0.05 CA; constant current charge 7-8 h

Even after charging, there is a risk 
that the capacity will not be fully 
restored. Avoid discharging below 
this threshold!

Discharge

After 100 % discharge

0,25 CA - 2,45V / Cell (25 °C)

Charging Time (hours)

Charging Time (hours)

Temperature (° C)

Battery Temperature (° C)

Discharge Time

Number of Cycles

Temperature (° C)

Storage Time (Months)

(Hours)(Minutes)
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After 50 % discharge

Discharge

After 100 % discharge


