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Technical CharacteristicsPerfect for integrated power supply

Features and Functions

Input voltage DC 12 V / 9,6 to 15 V

Input voltage AC 230 V

Input current AC (adjustable) 1 to 16 A

Continuous power 3000 W

Max. power 60s 4500 W

Max. power 10s 6000 W

Output voltage AC 230 V

Inverter efficiency Up to 93 %

Charging voltage (adjustable) 12 to 14,4 V

Charging capacity max. 1500 W

Charging current at 12 V 125 A

Charging current (adjustable) 0 to 125 A

End-of-discharge voltage LFP 
(adjustable)

10 to 14 V

End-of-discharge voltage AGM 
(fixed)

10 V

Transfer power 3600 W

Weight 7.0 kg
	■ Pure sine wave alternating current

	■ Integrated multi-stage charger

	■ Maximum charging current adjustable

	■ Mains priority circuit

	■ Mains current limitation with power assist

	■ Overload protection

	■ Short-circuit proof

	■ Soft start

ECTIVE CSI PRO inverters convert direct current from 
a supply battery into high-quality alternating current 
with a pure sine wave. This means that even deman-
ding 230 V consumers can be operated independently.

Thanks to the Power Assist feature, even powerful 
consumers can be operated when shore power is 
limited. With a charging current of up to 150 A, the 
integrated charge controller can quickly charge even 
large batteries.

CSI 30 PA PRO
Inverter  |  3000 W  |  12 V zu 230 V  |  Pure Sine Wave  

150 A Charge Controller  |  Power Assist  |  BT, CAN, Ci  |  App control
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Parameters of Protective Devices

Dimensions

Notes

Charging

Required Battery Capacity

Operating temperature

Storage temperature

Relative humidity

Maximum altitude

The ECTIVE CSI 30 PA PRO has an integrated battery 
charger with a maximum charging power of 1500 W. 
While the inverter is connected to shore power, the 
battery is checked regularly and charged if necessary.

Depending on the battery, some parameters can be 
adjusted individually.

LiFePO4 Wet, Gel, Agm

Battery capacity (wet, gel, AGM)

Battery capacity  (LiFePO4)

Continuous discharge current (LiFePO4)

-25 to 55°C

-40 to 65°C

0 to 95 %

4000 m

The inverter is designed for operation on a TN network. 
An automatic bridge between N and PE is activated 
during battery operation. 

Attention! This inverter does not have an integrated 
RCD/RCDB switch and must be operated with a 
downstream RCD or RCDB. Please follow the operating 
instructions. Models with an integrated RCD switch are 
available as „CSI 30 PA PRO FI“.

Operation as an IT network is not possible.

The installation and connection of the 230 VAC circuit 
must be carried out by a qualified technician.

CSI 30 PA PRO

≥ 480 Ah

≥ 250 Ah

250 A

333 mm

100,5 
mm
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